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¢ Anti-static, acid-resistant and flame-retardant.

* Breathable, wind and waterproof with taped seams.
* Quilted lining can be zipped out.

* Fastening with two way zip, double storm flap and hidden
press studs.

* Possibility to attach MASCOT® MacGill hood with press
studs.

Technical info

Fluorescent with vertical and horizontal reflective tape. Two-
toned. Anti-static, acid-protective and flame retardent.
Breathable, wind and waterproof. Taped seams. Removable
wadded lining. Fastening with two-way zip, double storm flap
and hidden press studs. Chest pockets with flap. Front
pockets with flap. Drawstring at waist. Rib (hidden in storm
flap) at cuffs. Elastic at cuffs. Hood press studs.

User

tested to work

06831-064 Parka Jacket

detachable quilted lining - waterproof - multi-protective
MASCOT® MULTISAFE
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Canvas structure.The product is certified to retain its qualities
with 25 domestic washes.

Industrial care category C2
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Logo

Due to the unique properties of the fabric, logo printing is
only available through the use of specific transfer types. As
this is a safety product, we strongly recommend that
MASCOT affix the logo to reduce the risk of errors. Please
contact customer service for further information.

Logo placement:

* Workwear logo. Special placement. Contact to discuss
further
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