* Large areas of robust mesh make the vest light and airy.
¢ Chest pocket with internal Kevlar® reinforcement

¢ Holster pockets in durable CORDURA® with Kevlar®
reinforcement - particularly resistant to pointed and sharp
objects.

* Button adjustment on the sides for use when changing
layers underneath.

* Extra visibility with the help of reflectors.

Technical info

Padding on the shoulders to reduce pressure when the vest is
heavy with tools. Mesh material on part of the product.
Fastening with two-way zip. Chest pockets with flap and
magnetic fastening. Chest pocket for screwdrivers of various
lengths, press stud closure at the bottom on the back, which
can be opened when the work requires that the pocket hangs
freely. Puncture resistant Kevlar® reinforcement in the
bottom of the chest pocket. Phone pocket with zip. D-ring.
Two holster pockets in the front and two holster pockets in
the back made of durable CORDURA®; foremost holster
pockets have stick resistant Kevlar®-reinforcements in the
bottom. Hammer and tool strap. Button adjustment at the
side. Reflectors. Large in size - designed to wear over normal
clothing. Products with magnets must not be used by people
with pacemakers/ICD or similar devices due to the risk of a
magnetic reaction caused where the magnets are placed.

User

tested to work

15089-154 Tool Vest

four holster pockets
MASCOT® HARDWEAR

2XL

65% polyester/35% cotton
260 g/m?

BEXBAE®

Canvas structure.

Industrial care category Bl

CORVURL KEVLAR
Certifications

OEKO-TEX®

5548Shirley
ubstances.

Logo

Logo placement:

Workwear logo. Over left breast pocket. Max 8x3
cm/3.1x1.1 inches

Workwear logo. Over right breast pocket. Max 8x3
cm/3.1x1.1 inches

Workwear logo. Right breast pocket. Max 8x5 cm/3.1x1.9
inches

Workwear logo. Lower back. Max 28x8 cm/11x3.1 inches

Workwear logo. Special placement. Contact to discuss
further
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