¢ Wind and waterproof.

* Waterproof fabric with welded seams to prevent rain
entry.

e Elastic and drawstring waist.

¢ Press stud adjustment at foot.

Technical info

Wind and waterproof. Fluorescent and with reflective tape.

Welded seams. Elastic and drawstring at waist. Press stud
adjustment at foot.

User

d

tested to work

50102-814 Rain Trousers

wind- and waterproof
MASCOT® SAFE AQUA

i

XS S M L XL 2XL 3XL
4XL

70% polyester/30% polyurethane
210 g/m?
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Waterproof PU coated fabric.Hydrostatic pressure test 10,000
mmH20 according to EN ISO 811.

Industrial care category C2

Certifications

EN1S020471 HIGH-VIS EN343

OEKO-TEX® GROUP: 3
|-y (¢

Logo

The product is certified with maximum 0,9200m? logo area.
This approved area must not be exceeded. Logo respectively
on the front or back of the product, can only constitute a
maximum of 50% of the total approved logo area in order to
maintain the EN ISO 20471-certification. Note: The listed area
is only a guide to how much space is available for logo
placement. In order to maintain the product’s hi-vis class
according to EN ISO 20471, the instructions on logo size must
be observed.

Logo placement:

* Workwear logo. Vertical on left thigh, read from the
bottom upwards. Max 25x5 cm/9.8x1.9 inches

* Workwear logo. Horizontal on left thigh. Max 11x5
cm/4.3x1.9 inches

* Workwear logo. Vertical on right thigh, read from the top
downwards. Max 25x5 cm/9.8x1.9 inches

e Workwear logo. Horizontal on right thigh. Max 11x5
cm/4.3x1.9 inches

*  Workwear logo. Special placement. Contact to discuss
further
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