
50202-859 Rain Jacket

wind- and waterproof
MASCOT® AQUA

2XS XS S M L XL 2XL

3XL 4XL

60% polyester/40% polyurethane
210 g/m²

Waterproof PU coated fabric.Hydrostatic pressure test 10,000
mmH²O according to EN ISO 811.

Industrial care category C2

Certifications

Logo
Logo placement:
• Workwear logo. Left breast. Max 10x10 cm/3.9x3.9 inches

• Workwear logo. Right breast. Max 10x10 cm/3.9x3.9
inches

• Workwear logo. Mid-back. Max 22x10 cm/8.6x3.9 inches

• Workwear logo. Top of back. Max 25x13 cm/9.8x5.1
inches

• Workwear logo. Special placement. Contact to discuss
further

• Wind and waterproof.

• Waterproof fabric with welded seams to prevent rain
entry.

• Generous fit with adjustable waistband.

• Detachable hood.

• Collar fits the neck snugly, keeping the cold out.

Technical info
Wind and waterproof. Good generous  fit. Welded seams.
Removable hood with adjustable drawstring. Fleece inner
collar. Fastening with zip and storm flap with press studs.
Front pockets with a zip. Ventilation in the back. Adjustable
elastic drawstring at waist. Elastic band (hidden in storm flap)
and hook and loop band fastening at cuffs. Reflective inserts.

User

Powered by TCPDF (www.tcpdf.org)

http://www.tcpdf.org

